
• 20 gauge A40 galvanized doors—
polystyrene insulated core, smooth or 
textured skin, finish painted

• 16 gauge A40 galvanized frames—2 1/4” 
type profile, finish painted

• Baked-on finish coat paint—white color

• Grade 2 Stainless steel lever lock

• Wide variety of hardware items—from 
value to high end architectural

• 3068 & 3070 are standard sizes—but any 
size can be manufactured in very short 
lead times

• Beveled door edge for tighter fit

• (3) 4 1/2” x 4 1/2” BB NRP Hinges

• Full perimeter urethane weatherseal

• Reversible

• Other paint colors available 

Benefits: 

• Pocket door type design makes for simple  
installation and labor savings

• Commercial door, frame and hardware 
components provide for long term durability

• Corrugated and shrink wrapped packaging
—wood skid base

• Lite kits are installed and include the glass

• Greater in-place value than KD doors 

Features:

Knock Down Doors



Pre-Assembled Doors
20 Gauge Door, A40 Gal, Reversible, Insulated

Smooth or Textured Door Skins

16 Gauge Kerf Frame, A40 Gal 5 3/4” Depth, Reversible

16 Gauge Subframe system (full c-channel) - painted to match
12 Gauge Adjustable Top/Bottom L-Brackets

Southern HD Grade 2 Lever Lock US32D (stainless steel) 

Kerf frame profile and weatherseal 

Full 5 3/4” Aluminum Saddle Type Threshold

Ball Bearing, NRP Hinges (powder coated)

Exterior Mount Sweep/Drip Combination

Full Line of Optional Hardware

Common Options
18 Gauge Door Upgrade

Stainless Steel Hinges (US32D) Mortise 

Lever Lock

Exit Devices

Closers

Lite Kits (single pane and insulated glass) 

Kickplates

Crash Chains

Latchguard

Special Color

Special Sizes

http://www.diamonddoorltd.com/
http://www.diamonddoorltd.com/
http://www.diamonddoorltd.com/
http://www.diamonddoorltd.com/about.html
http://www.diamonddoorltd.com/applications.html
http://www.diamonddoorltd.com/manufacturing.html
http://www.diamonddoorltd.com/contact.html


 Packaging

Paint
Doors have a baked-on finish coat of 

paint. The mills of paint average 1.2 

mills dry. Standard colors are white, 

bronze or gray; however, special colors 

are available

Doors are made to individual order 

specifications. After doors are completely 

assembled they are packaged in wood 

“surround”. Doors are skidded up to four (4) high 

on 3070’s and 4070’s and two (2) high on 6070’s. 

Skids are 4-way and have 4 length long runners.

http://www.diamonddoorltd.com/uploads/1/1/9/8/119801296/preassembled_door_weights.docx
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